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CLEI InQuiry Release 7.2

� CLEI InQuiry is the software tool which provides:
� Attribute Input Portal 
� Web Based Query capabilities

� CLEI InQuiry Release 7.2 
� CSB NEP-5-1-2009 dated 5/4/09 provided notification 

and release content summary
� Client Preview Webinar provides release content review 
� Release will be generally available on 5/11/09



CLEI InQuiry – Attribute Input Portal
� English/Metric Conversion : When any English (i.e., Imperial) or 

equivalent Metric values are entered by the user into CLEI InQuiry 
and the user specifies the Unit of Measure, the system will 
immediately convert any newly entered English measure field(s) to 
the corresponding Metric measure field(s) (and vice versa), as long 
as the corresponding field is not already populated.

� Miscellaneous Enhancements : Field validations within CLEI 
InQuiry were made consistent with the Equipment database 
constraints.

� Configuration of the Number of Records Displayed pe r Page: 
The default number of records displayed per screen for CLEI InQuiry 
had a default value of five. This was increased to twenty. The user 
may update this value, but once Clear is selected the default number 
of records displayed will revert back to 20.

� Reordering of Navigation Buttons : The forward and back buttons on this 
screen were rearranged to provide a more logical grouping.
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� Converts English to Metric. If English value and Unit are provided, Metric Value and Unit will be automatically populated if they are not provided.  (and 
Metric to English)

� If both English and Metric values are provided, the values are validated for the quality of conversion and a warning will be given to the users if 
mismatched. 

� Validates the value for signs. Negative values are not allowed in fields height, width, depth, weight and hole spacing. 
� Added validation for the fractions. Decimal values are not allowed in temperature and altitude fields. Height, width, depth, Hole Spacing and weight 

are allowed to use the format of NNNNN.NNN  and their total length should not exceed 9 characters. 
� Validation for min/max values has been included. Max value for any field should always be greater than min values. 
� Zero is not allowed  in physical and electrical attributes. 

Added Mouse over 
text to indicate the 
purpose of each 
check box. 

Added the 
explanation for NA 
& NS upfront 
above all the fields. 

English / Metric Conversion
Field Validation Enhancements



TELCORDIA PROPRIETARY - INTERNAL USE ONLY    
See proprietary restrictions on title page. 

5

Field Validation Enhancements
(Electrical Requirement Screen – current screen)

Currently the 
Electrical 
Requirements List 
shows the data 
fields concatenated 
to one string. 

Record is accessed by 
clicking on concatenated 
data string.
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Field Validation Enhancements
(Electrical Requirement Screen – new screen)

The Electrical Requirement 
List is enhanced to display 
the individual data fields 
rather than one 
concatenated string. 

Record is accessed by 
clicking on row id.
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Field Validation Enhancements
(Electrical Requirement Screen – new screen)

� Zero is not allowed in any field. 
� Max should be always greater than min. 
� If +VDC or –VDC is selected in voltage unit, Frequency should be empty. 
� Negative values are not allowed. The sign should be included in the unit field.
� Values with no units or units with no values are not allowed.



Records Displayed per Page Default Changed to 20
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The navigation buttons were 
re-ordered.

•Records 
displayed on a 
page is 
controlled by 
user.

• Default is now 
20. (It was 5).



CLEI InQuiry – Web Based Query

� Assignment Code Status : Within the Equipment database each 
Assignment Code (a.k.a. Logical Code) now has a Status field and
can support a value of either ‘A’ for active or ‘I’ for Inactive 
maintained by Telcordia. The Hardwired Reference data screen will 
display this status field for all Assignment codes accordingly.

TELCORDIA PROPRIETARY - INTERNAL USE ONLY    
See proprietary restrictions on title page. 

9



Assignment Code Status
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